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Concrete Lined Waterway
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NOTE:

No. of Rows of Weepholes

1. When "Bottom Width" = 1' to 4'  Construct 1 Row Along Centerline of Waterway

2. When "Bottom Width" = 5' to 7'  Construct 2 Rows w/ Outside Rows 1' From Bottom Toe

3. When "Bottom Width" = 8' to 12' Construct 3 Rows w/ Outside Rows 1' From Bottom Toe and

Third Row at Centerline of Waterway

Contraction Joints are to be Spaced at 20'

Intervals and may be Either Formed or Tooled.

Cut Off Walls Shall be Constructed at

Locations Shown on the Drawings.

CONTRACTION JOINT DETAIL

n.t.s.

1 sq. ft. of Galvanized Wire Mesh

With 

1

4

" Openings With Each Corner

Bent Upward Vertically 1" to Anchor

Into Concrete

SECTION A-A

n.t.s.

Cutoff Wall

Geotextile

Drainfill

Cutoff Wall

Z
Z

Tooled

edge

Tooled

edge

CUTOFF WALL DETAIL

n.t.s.
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Geotextile

Cutoff

Wall

Geotextile

Drainfill

Concrete

Lined

Waterway

Weep

hole

Flow

Side

Wall

TYPICAL SECTION CONCRETE LINED WATERWAY WITH SIDEWALL CUTOFFS

(SIDEWALL WEEPHOLES NOT SHOWN)

n.t.s.

1 sq. ft. of Galvanized Wire Mesh

With 

1

4

" Openings With Each Corner

Bent Upward Vertically 1" to Anchor

Into Concrete

Geotextile

Drainfill

Z

Drainfill

Z

Tooled

Edge

Z

Z

Note: Weep Hole Shall be 3"x4"

Rectangle or 5" dia. Circle

1 sq. ft. of Galvanized Wire Mesh With 

1

4

"

Openings With Each Corner Bent Upward

Vertically 1" to Anchor Into Concrete

Cold

Joint

Concrete Lined

Waterway

Side Slope
Side Slope

Cold

Joint

Bottom

NOTE: When length of side slope

is greater than 4' construct weep

holes half way up the sides in line

with bottom weep holes.

SIDEWALL WEEP HOLE

DETAIL

n.t.s.

Extend Gravel 6"

Beyond the  Edges of

the Weep Hole.

Geotextile

Weep Hole

Weep Holes @ 10' C-C or 5'

C-C (Mark Out the Dimension

That Does Not Apply)

TYPICAL PLAN VIEW

n.t.s.

Steel Dowels Not to

Exceed 18" O.C.

(Minimum 2 dowels)

Smooth 

3

4

" Diam. Plastic

Coated  Steel Dowel 24"

Length.

SECTION B-B

CONSTRUCTION DETAILS REQUIRED AT ALL COLD

JOINTS

n.t.s.

Geotextile

Paint Face of All Cold Joints With  Bituminous

Paint. At Minimum 200 ft. Intervals, Install 

1

2

"

Preformed Bituminous Expansion Joint Material
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TYPICAL SECTION CONCRETE LINED WATERWAYS NOT

REQUIRING CUTOFFS ALONG SIDE WALLS

n.t.s.
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1 sq. ft. of Galvanized Wire Mesh With 

1

4

" Openings With

Each Corner Bent Upward Vertically 1" to Anchor Into

Concrete
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CONCRETE LINED DIMENSIONS

FROM

STATION
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STATION

THICKNESS,
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